
MDE LINE

Design: Cantoni 

EC Declaration of Conformity We, the manufacturer CANTONI TRADING SRL,
declare under our sole responsibility that the products in this catalogue comply
with the essential requirements of the Community directives applicable to the
product: Low Voltage Directive 2014/35/EU, Electromagnetic Compatibility
Directive 2014/30/EU, ROHS Directive 2011/65/EU, if installed in accordance
with the instructions.

Cantoni reserves the right to modify the items in the catalogue at any time for technical or commercial reasons.
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MDE08.V
4mm high-tech mirror with 18 integrated I-light lenses 

Dimensions: 840x1020X40mm 

Material: Silver anodized aluminum profile 

(6060-T5 non-deformable) 

Mirror: 4mm - resistant to corrosion (10X) 

and scratches (3X)

Lighting: 18 lenses I-LIGHT- 4200K 

Integrated Intensity adjustment: Integrated actuator

with intensity regulator: 

Short touch = on / off Long press = brightness + / -

Guaranteed light duration: 100,000/h

Safety: Safety film 

Voltage: 110-240 Vac, 50/60 Hz 

Insulation class: Class I 

Degree of protection: IP 20 

Certification: CE 

Power consumption: 50 W MAX

Photobiological risk: Exempt

The device is designed to operate at a temperature  

of 0 to 40 °C (Ta) 

The mirror does not have a plug, so it requires connection

to the wall system.
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